BARRAS REDONDAS

ROUND BAR

MAIN CHARATERISTICS

= Excellent mechanical resistance
= Good machinability and finishing
= Moderate corrosion resistance

= Moderate anodizing protection

CHEMICAL PROPERTIES en s73-3

Si Fe
0,8 0,7
EN AW
2030
Ga V

APPLICATIONS

= Metallurgical Industry
= Machine components
= Screws

= Nuts

= Threaded bars

Cr Ni

05-1,3 0,1

Al min.

Remaning

[AL Cu4PbMg]

Density 2,8 g/cm?

MECHANICAL PROPERTIES

Calibrated

Extruded

ROUND BAR AW 2030 STOCK

Quenching

T3
T3
T351

T4,T4510, T4511
T4,T4510, T4511
T4,T4510, T4511

EN 485-2

Diameter

<30
30<D<80
<80

<80
80<D <200
200< D <250

Rm Mpa
min.

370
340
370

370
340
330

Rp0,2 Mpa
min.

240
220
240

250
220
210

Hardness
HBW

115
115
115

115
115
115

ROUND BARS

14 mm

30 mm

70 mm

140 mm

210 mm

15 mm

35 mm

80 mm

150 mm

220 mm

16 mm

40 mm

90 mm

160 mm

230 mm

@ DIAMETER

18 mm

50 mm

100 mm

170 mm

250 mm

25 mm
65 mm
130 mm

200 mm

For other dimensions, consult us, Cut custom made.



